
A H I G H E R  L E V E L  O F C O O K I N G I N A LTO. H O U S E

90cm  
Curved Glass  
Rangehood
MODEL / IRHGC90

FEATURES
3 Speed button control 
2 × LED lights
2 × Aluminium grease filters
Push button controls
Stainless steel body
Designer glass 

PERFORMANCE FEATURES
750m3/hr extraction

ACCESSORIES
Expandable 150mm ducting 
adapter
Fasteners and wall plugs
2 × Stainless Steel flue pieces 
(upper + lower)
1 × Wall Bracket

PRODUCT DIMENSIONS
Packaged (w, d, h mm):
940 × 383 × 540mm
Product (w, d, h mm):
900 × 500 × 560–1040mm
Weight (Gross/Net):
19.2kg / 15.8kg

REQUIREMENTS
Supplied with 10 amp plug
Rated voltage:
› 220-240V, 50/60 Hz

INSTALLATION
See below diagram

CLEANING
Dishwasher safe aluminium 
grease filters

OPTIONAL ACCESSORIES
Carbon Filter - CP120
Flue extension piece - RFE7

EAN
9349260098725
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Specifications

Model Product dimensions (W,D,H mm)
ERHGC60 600mm × 500mm × 533–1013mm

Model Extraction Other features:
ERHGC60 750m3/hr extraction – 3 speed push button control

– 2 × 2W LED lights
– 1 × Aluminium filters

YO U R R A N G E H O O D S

Rangehood components
Your Esatto Canopy Rangehood is supplied with:
– 1 × Rangehood
– 1 × Expandable 150mm ducting adapter
– 1 × Packet of fasteners and wall plugs
– 2 × Stainless Steel flue pieces (upper and lower)
– 1 × Wall Bracket (“hook”) for the rangehood
– 1 × Wall Bracket for the inside of the chimney pieces
– 1 × “Outside Chimney” bracket

Typical installation tools required
 You’ll most likely require the following tools/equipment 
(not supplied) for the installation of your rangehood.
– Electrical drill
– Tape Measure
– Screw-driver
– Spirit Level

If ducting your rangehood, you’ll also most likely require:
– Jig saw
– Ladder
– Duct-tape
– Ducting

ERHGC90 900mm × 500mm × 560–1040mm

ERHGC90 750m3/hr extraction – 3 speed push button control
– 2 × 2W LED lights
– 2 × Aluminium filters


